-
<
()
™
—
o
Ll
o
¢
o
a
<<
(&
™
b
= =
[BE]
(&)
¢
-
<
3
=
©
-
-
o.
wl
o
¢
i
il

2 =

X
)

G

¢ CERTIFICATE @

ZERTIFIKAT

Industrie Service

Herewith it is confirmed to the company

Trox _GmbH

in
D-47504 Neukirchen-Vluyn

based on the positive results of the tests on the

Calculation software for
run-around coil systems
»X-COIL"
Version: ,,2.xx"

that the requirements of the certification program

RLT-RICHTLINIE Zertifizierung: 2017-11

of ,Herstellerverband Raumlufttechnische Gerate e. V.*
were fulfilled.

The company is allowed to use the following Certification Mark:

RLT-RICHTLINIE

N\ Zertifizierung

This certificate is valid up to and including 2028-06-30

Certificate registration number: 15/14/16

Loy 4

Certification Bddy for products
Refrigeration and air-conditioning
Munich, 2023-06-01

This certificate is only valid in conjunction with the following Annex (one page).

TUV SUD INDUSTRIE SERVICE GMBH, WESTENDSTRASSE 199, D-80686 MUNCHEN

certification-TAK@tuvsud.com
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Annex of the certificate 15/14/16 dated 2023-06-01

Industrie Service

Test and certification program
,RLT-RICHTLINIE Zertifizierung®: 2017-11
Calculation software for run-around coil systems

Company: Trox GmbH
Name: X-Coil
Stand-Alone-Version: 2.xx
DLL-Version: -

The above-mentioned software can be used to calculate the.
following models/designs/layouts of heat exchangers.

Run-around coil systems:

Manufacturer: D.B.M. S.p.A.

Tube pattern: staggered

Number of rows: 12 to 24

Tube diameter: 3/8” to 5/8”

Tube wall thickness: 0,35 to 1,0 mm
Material of the fins: Aluminium; AIMg3
Fin type: flat

Fin spacing: 2,0 to 4,0 mm

Fin thickness: 0,11 to 0,25 mm

TUV SUD INDUSTRIE SERVICE GMBH, WESTENDSTRASSE 199, D-80686 MUNCHEN
certification-TAK@tuvsud.com
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