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Application

Application

Mounting plate type MP as a base element for mounting a filter wall in air handling units and ventilation systems
Fitting of activated carbon filter cartridges for the adsorption of gaseous odorous substances and contaminants, hydrocarbons, and traces of
inorganic compounds

Description

Construction

GAL: Galvanised steel
STA: Stainless steel

Useful additions

Suitable filter elements to be ordered separately
Activated carbon filter cartridges (ACFC)

Construction features

Mounting plates with openings to fit activated carbon filter cartridges (bayonet fixing)

Conforme à VDI 6022

MP
FOR THE FITTING OF FILTER ELEMENTS FOR THE
ADSORPTION OF GASEOUS ODOROUS SUBSTANCES
AND CONTAMINANTS
 

Mounting plates for activated carbon filter cartridges. For installation in
air handling units or for mounting a filter wall in ventilation systems

Highly variable since parts of various sizes can be combined
Easy change of the activated carbon filter cartridges due to the
bayonet fixing
Meets the hygiene requirements of VDI 6022

Optional equipment and accessories

Stainless steel construction

Home PRODOTTI Elementi ed unità filtranti Telai per pareti filtranti Piastre di supporto  MP

https://www.troxhesco.ch/
https://www.troxhesco.ch/
https://www.troxhesco.ch/it/prodotti-53d5093b43327d32
https://www.troxhesco.ch/it/prodotti/elementi-ed-unit%25C3%25A0-filtranti-12aa53f2a05852e9
https://www.troxhesco.ch/it/elementi-ed-unit%25C3%25A0-filtranti/telai-per-pareti-filtranti-ffdd4b03f3fb6f1a
https://www.troxhesco.ch/it/telai-per-pareti-filtranti/piastre-di-supporto-1b394121e5650ddb
https://www.troxhesco.ch/it/piastre-di-supporto/mp-a927dadf53949cb8


Materials and surfaces

Mounting plates made of galvanised sheet steel or stainless steel

TECHNICAL INFORMATION

 

Mounting plates type MP as a base element for mounting a filter wall in air handling units and ventilation systems.

Fitting of activated carbon filter cartridges for the adsorption of gaseous odorous substances and contaminants, hydrocarbons, and traces of
inorganic compounds.

Fitting of activated carbon filter cartridges with bayonet fixing.

Materials and surfaces

Mounting plates made of galvanised sheet steel or stainless steel

Construction

GAL: Galvanised steel
STA: Stainless steel

https://www.troxhesco.ch:443/
https://www.troxhesco.ch/it/contatto-064e7c17b6060665
https://www.troxhesco.ch/it/side-services/impressum-398479fde253d68d
https://www.troxhesco.ch/it/side-services/condizioni-generali-di-contratto-di-trox-hesco-schweiz-ag-84d409703ad992f9
https://www.troxhesco.ch/it/side-services/our-privacy-policy-424be020abc52bc9
https://www.troxhesco.ch/it/side-services/disclaimer-17663dddab850b09
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